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(57) Abstract: A fuel injection system (1) comprising a 
fuel injection valve (2) which is provided with several 
injection openings (13) and which enables fuel to be 
injected into a combustion chamber (6) of an internal 
combustion engine, comprising an ignition device (8) 
which protrudes into the combustion chamber (6) and has 
at least one first pole (16) and one second pole (17). The 
fuel jets (20) exiting from the injection openings (13) form 
a substantially conical envelope shaped fuel fen (11). The 
end of the at least one first pole ( 16) is arranged to the side 
close to the end of the second pole (17) which protrudes 
into the combustion chamber (6). The two ends are located 
at approximately the same level of the longitudinal axis of 
the ignition device (8). 

(57) Zusammenfassung: Bin Brcrtnstoffeinspritzsystem 
(I) mit einem Brennstoffeinspritzventil (2) mit mehreren Abspritzdfmungen (13), das Brennstoff in einen Brennraum (6) einer 
Brennfaaftmaschine einmiSt, weist eine in den Brennraum (6) lugenden ZQndeinrichtung'(8) mit zumindest einem ersten Pol (16) 
und einem zweiten Po! (17) auf. Die a us den AbspritzflfTnungen (13) austretenden Brennstoffstrahlen (20) spreizen unterhalb im 
Bereich der ZUndeinrichtung (8) einen im wesentlichen kegelmantelfonnigen Brennsioffacher (1 1) auf. Das Ende des zumindest 
einen ersten Pols (16) ist seidich neben dem in den Brennraum (6) ragenden Ende des zweiten Pols (17) angeordnet, und beide 
Enden liegen auf erwa gleicher H5he der Langsachse der ZUndeinrichtung (8). 
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